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Adder's range of audiovisual extenders deliver high-definition video, as
well as CD-quality stereo audio across installations up to 1000ft, ideal for
professional narrowcast digital signage systems.The design enables flexible
audiovisual distribution, management, and interaction with display devices.
Furthermore, the extension system is easily scalable and expandable to
cope with future moves and changes to your signage installations.. The
AdderLink AV200 Series supports fully bidirectional RS232 to enable
remote interrogation and control of video display panels and all
AdderLink AV units support high quality video with resolutions up to
HD1080p across at least 64 screens.

The Adder Difference
With 25 years of experience, Adder has an impressive track record for
bringing innovative and successful products to market and a reputation
for engineering excellence. Adder's Digital Signage solutions give you the
simplicity you need to get installations done on time and on budget.

Adder's solutions offer a no-nonsense straightforward approach to Digital
Signage installation and configuration.

The AV Series is ideal for use in a variety of multimedia venues:

• Retail 

• Hospitality

• Medical

• Education

• Transportation

AdderLink AV Series
Adder's AV series is comprised of interchangeable units that can be
configured for a point-to-point or point-to-multipoint solutions at
distances up to 1000ft using standard CATx cable.

AdderLink AV Series

Digital Signage Extension Solutions
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AdderLink AV 200 Series

Reduce your Digital Signage Installation Costs
• The AdderLink AV Series allows you to interrogate and control as

many as 64 screens without the need for multiple media players.

• One AdderLink receiver can support two displays, back to back,
reducing hardware costs.

• Global IP access to your entire digital signage distribution system is
also available, eliminating the need to be on site for system
upgrades, maintenance and content distribution updates.

Fully Bi-Directional RS-232 Communication
The AdderLink AV200 Series allows you to communicate with individual
screens, groups of screens or to broadcast commands across the network
as a whole. Each receiver unit can control and interrogate two screens at
the same time, and each screen is fully addressable.

DDC Cache
The DDC (Display Data Channel) EDID cache carries information about
the physical characteristics of the screen, such as resolution or color
depth, back to the display adapter (graphics card) to ensure the resulting
picture is correct, every time.

Expansion via Cascade Links
The AdderLink AV series of products have been specifically designed to
be flexible in order to support both your immediate and future needs.
The ability to create small, medium and large digital signage networks is
made possible via cascading transmitters. This is achieved by using the
video, audio and serial out ports to provide the inputs to the next
transmitter module, and so on, allowing for up to 64 remote displays
across 32 separate CATx branches.

Unprecedented Screen
Management
Adder's Display Manager software
(included) provides a central control
point for your AdderLink AV
installation, simplifying the control of
your entire digital signage system. The
AdderLink AV Series can also be used
with any other third party management
software supporting RS232.

• Topology map – Allows you to construct a schematic diagram that
represents the physical layout of installed Adder AV units and the
video displays that are attached to them.

• Ports – Enter a screen name for each display unit, as well as an
optional group to which it may belong, e.g. “42” monitors”.

• Dates and times – Allows for monitors to be turned off and on at
predefined dates and times. Useful for turning in-store displays off
while stores are closed, while leaving window displays turned on for
window shoppers.

• Talk to port – Sends a preconfigured command to any port, ideal for
turning screens on and off, or querying screens.

• Scheduling – Allows you to schedule commands at preconfigured
times and intervals.

• Activity monitor – Allows you to run offline simulations to ensure
commands are being sent correctly before making your digital signage
network live.

Global IP Access To Your Entire Digital Signage Distribution
System
With the addition of an Adder KVM over IP solution to your digital
signage network, you can remotely manage your entire digital signage
solution. From control and interrogation to transferring the last screen
content or turning displays on and off.

Rack-Mountable
Transmitters can be rack-
mounted in a 3U chassis, saving
valuable space. Due to the small
size of the receivers they can be
mounted directly behind the
display out of view, or tucked
away in almost any location.

Squid Cable
Cabling is made simpler and less
power outlets are needed when
using Adder's unique squid cable,
which enables four transmitters to
be powered from one single
power supply.

Y-Cable
When two connected displays both require serial control, a special Y-cable
is available.The Y-cable allows a connected receiver to provide a serial link
to each display.
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Adder is a leading manufacturer of an advanced range of KVM switches, extenders and IP solutions which enable those working in IT, retail and AV
environments to reliably control their mission critical systems and distribute and control high quality audio and video. With Adder's extender series,
video, keyboard, mouse, high speed RS232 and digital audio can be extended. Adder's user base ranges across a wide variety of markets such as Retail,
Financial, Industrial, Medical, Broadcast, Air Traffic Control, Digital Signage, Military and Server Management. Founded in 1984, Adder distributes its
products in over 60 countries worldwide.

ADDER CORPORATION
29 Water Street
Newburyport, MA 01950 USA
Tel: 888-932-3337
Fax: 888-275-1117
Email: usasales@adder.com

ADDER TECHNOLOGY LIMITED
Technology House,Trafalgar Way, Bar Hill
Cambridge, CB3 8SQ UK
Tel: +44 (0) 1954 780044
Fax: +44 (0) 1954 780081
Email: sales@adder.com

ADDER ASIA PACIFIC
6 New Industrial Road
#07-01 Hoe Huat Industrial Building
Singapore 536199
Tel: +65 6288 5767
Fax: +65 6284 1150
Email: asiasales@adder.com

Web: www.adder.com 
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